
AVIAN TURBINE

AVIAN

1/2” F 3/4” F 1” F

Ø x L (mm) 36 x 60 55 x 83 70 x 140

Weight (kg) 0,3 1 2,6

Rotation jets 3 x 90° M4 3 x 90° M6 C 3 x 90° M6 C

Rear jets 6 x 25° M4 4 x 20° M6 C 6 x 20° TE M6

Max pressure (bar) 250 250 250

Flow (lt/min) 60-160 80-240 90-270

Min working DN (mm) 50 80 125

# 75510.17TTW 75510.360TTW 75510.260TTW

1/2”F 3/4”F 1” F

Ø x L (mm) 36 x 60 55 x 83 70 x 140

Weight (kg) 0.3 1 2.6

Rotation jets 3 x 90° M4 3 x 90° M6 C 3 x 90° TE M6 C

Rear jets 6 x 25° M4 4 x 20° M6 C 6 x 20° TE M6 C

Max pressure (bar) 250 250 250

Flow (lt/min) 60-160 80-240 150-270

Working DN (mm) 50-100 100-150 150-200

#pkg VALK1A1.01 VALK3A1.01 VALK6A1.01

including:

Chain sets for DN 50 / 70 / 100 100 / 125 / 150 100 / 150 / 200

Centralizers for DN 70/100 125 150÷200

Stainless steel turbine driven nozzle 
with carbide cutting head.

APPLICATION 
To be used for milling and unblocking 
application.

Stainless steel root cutter spinning nozzle 
package with sprocket chains.
Each package includes nozzle with chain 
supporting head, round head, centralizer, 
tools for assembling and plastic case.

APPLICATION
Removal of roots, rust, unsuccessful liners 
or point repairs.
Nozzle with round head can be used for 
pipe cleaning.


